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 Linmac Drill 
 
 
 
 
            Inverter Variable Speed Drilling Machines
 Linmac inverter variable-speed drilling machines can accommodate demanding drilling and tapping applications. Unique features include a downfeed pressure limiter designed for safer operations, rear and front table locking and a digital spindle speed tachometer. Linmac drilling machines have proven reliability unmatched by others. So if you need a drill press that gets the job done every single time then the clear winner is the Linmac. It is undoubtedly one of the best variants when it comes to a pedestal drill press. The variable speed option allows it to be one of the easiest to use pedestrian drills for sale. This enables the Linmac to stand at the top of other pedestal drill variants in the market.
 It is easy to see why the Linmac is considered one of the best pedestal drills for sale. This pedestal drill is capable of delivering a higher level of power to the spindle. Furthermore, the operation of this pedestal drill press is extremely easy and safe. Keeping precision in mind, the Linmac has been built to provide intensive drilling, enabling it to be one of the best options for a drill press in Australia.
 
 
 














Linmac DP-915AH Pedestal Drill
   The Linmac DP-915AH is a high-quality variable speed drill press with an inverter timing-belt driven head, allowing you to drill and tap steel and other materials at precise speed. A 2HP motor, high-quality construction and advanced gearing makes the DP-915AH a powerful drill that delivers maximum available power and torque to the spindle. The DP-915AH is a three-phase powered machine – but is available in a single-phase 240V option.
 
 Features:
 	25mm (1”) thru mild steel.
	MT3 spindle taper.
	Inverter variable speed w/ electrical control.
	Digital rpm readout.
	High precision T-slot worktable.
	Integrated coolant system.
	Single phase (240V) available.
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   	Model



	DP-915AH



	Drilling Capacity


	Steel


	25 mm (1")



	Cast Iron


	32 mm (1-1/4")




	Tapping Capacity


	Steel


	16 mm (5/8")



	Cast Iron


	19 mm (3/4")



	Swing


	408 mm (16")



	Spindle Taper


	MT3



	Spindle Travel


	135 mm (5-1/3")



	Quill Diameter


	62 mm (2-2/5")



	Column Diameter


	92 mm (3-2/3")



	Spindle Nose to Table


	625 mm (24-2/3")



	Spindle Nose to Base


	1150 mm (45-1/3")



	Table Size (L x W)


	460 x 360 mm
(18"x 14")



	Table Slot


	14 mm (9/16")



	Base Size (Lx W)


	590 x390mm (23"X15")



	Spindle (rpm)


	150~3000



	Motor


	Main


	2hp/ 3ph or 1ph



	Coolant


	1/ 8hp/ 3ph



	Net Weight / Gross Weight


	220/260 kg
(484/572lb)



	Machine Size (L x W x H)


	915 X 460 X 1860
(36"X 18"X73")



	Packing size (L x W x H)


	820 X 622 X 2000 mm
(32-1/2"X 24-1/2"X 78-4/5")



	Measurement


	36.4 cu.ft






 
 
 




Linmac DP-918VAD Pedestal Drill
   The DP-918VAD is an inverter belt driven variable speed drill press. We call it mini version of our DP-925. This premium drill press equips standard with MT#3 spindle taper, power feed and an auto reversing tap. Standard drilling capacity is up to 32mm (1-1/4”) for mild steel. The user friendly control interface comes with a speed potentiometer and digital read out for displaying actual quill RPM. The inverter variable speed allows users to drill and tap various steels at the proper speed, which extends tooling life and avoids unnecessary energy lost. When drilling at the exact speed, the tooling life can last for longer life than the regular pulley driven drills. The variable speed adjustments can be done freely within the range by a speed potentiometer knob. Wide casting column provides strong support to the entire machine and reduces flexing as full 1-1/4” capacity drilling. The rigid base has built in coolant pump that provides sufficient spray at the quill. Both the base and the work table are made of premium casting iron that enhances the stability when drilling full capacity; their surfaces have the wide T-slot which helps securing vices, tooling or workpieces. Standard DP-918VAD drill is also equipped with splash guarding and a work lamp.
 
 Features:
 	32mm (1-1/4”) thru mild steel.
	16mm (5/8”) tapping capacity.
	Auto down feed.
	MT3 spindle taper.
	Inverter variable speed belt driven.
	Digital rpm readout.
	High precision T-slot worktable.
	Integrated coolant system.
	Single phase (240V) available.
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   	Model



	DP-918VAD



	Drilling Capacity


	Steel


	32 mm (1-1/4")



	Cast Iron


	35 mm (1-1/3")




	Tapping Capacity


	16 mm (5/8")



	Swing


	408 mm (18-7/8")



	Spindle Taper


	MT3



	Spindle Travel


	150 mm (6")



	Quill Diameter


	75 mm (3")



	Column Diameter


	92 mm (3-5/8")



	Spindle Nose to Table


	735 mm (29")



	Spindle Nose to Base


	1150 mm (46-1/2")



	Table Size (L x W)


	400 x 500 mm
(15-3/4" x 19-3/4")



	Table Slot


	14 mm (1/2")



	Base Size (L x W)


	590 x395mm
(23-1/4" x 15-1/2")



	Spindle (rpm)


	4P: 150~2500



	Automatic Down Feed Rate


	3 speeds: 0.2, 0.1, 0.05 mm



	Motor


	Main


	2HP/ 3PH 50HZ or 60HZ 
2HP w/ 220V~240V 1PH or 3PH 
2HP w/ 380V~460V 3PH



	Coolant


	1/8hp/ 1ph



	Net Weight / Gross Weight


	265/ 290 kg (583/683lb)



	Machine Size (L x W x H)


	850 x 640 x 1850 mm
(33-1/2"x 25-1/5"x72-3/4")



	Packing size (L x W x H)


	940x648x2109 mm
(37"x25-1/2"x83")



	Measurement


	45 cuft






 
 
 




Linmac DP-925G-B Pedestal Drill
   The DP-925-B is a gear driven heavy duty variable speed drill press. This premium drill press equips standard with MT#4spindle taper, power feed and an auto reversing tap. Standard drilling capacity is up to 50mm (2”) for cast iron. The user-friendly control interface comes with a speed potentiometer and digital read out for displaying actual quill RPM. The inverter variable speed allows users to drill and tap various steels at the proper speed, which extends tooling life and avoids unnecessary energy lost. When drilling at the exact speed, the tooling life can last for longer life than the regular pulley driven drills. The variable speed adjustments can be done freely within the range by a speed potentiometer knob. The wide casting column provides strong support to the entire machine and reduces flexing as full 50mm (2”) capacity drilling. The rigid base has built in powerful coolant system that provides sufficient spray at the quill. Both the base and the work table are made of premium casting iron that enhances the stability when drilling full capacity; their surfaces have the wide T-slot which helps securing vices, tooling or workpieces. Standard DP-925-B drill is also equipped with splash guarding and a work lamp.
 
 Features:
 	B-type 45mm (1-3/4”) thru mild steel.
	Inverter variable speed gear driven.
	3-speed power down feed.
	Auto reverse tapping.
	MT#4 spindle taper.
	Digital rpm readout.
	High precision T-slot worktable.
	Integrated coolant system.
	Single phase (240V) available.
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   	Model



	DP-925G-B



	Drilling Capacity


	Steel


	45 mm (1-3/4")



	Cast Iron


	50 mm (2")




	Tapping Capacity


	25 mm (1")



	Swing


	530 mm (20-4/5")



	Spindle Taper


	MT4#



	Spindle Travel


	150 mm (6")



	Quill Diameter


	75 mm (3")



	Column Diameter


	115 mm (4-1/2")



	Spindle Nose to Table


	650 mm (25-3/5")



	Spindle Nose to Base


	1140 mm (44-4/5")



	Table Size (L x W)


	560 x 470 mm
(22" x 18-1/2")



	Table Slot


	16 mm (5/8")



	Base Size (L x W)


	485 x 685 mm(19"x 27")



	Spindle (rpm)


	High: 245~2000 
Low: 65~540



	Motor


	2hp / 3ph or 1 ph


	Main



	I1/8hp/ 1 ph


	Coolant



	Net Weight / Gross Weight


	385/410kg









(847/902lb)





	Machine Size (L x W x H)


	950 x 580 x 2000 mm 
(37-2/5" x 22-4/5" x 78")



	Packing size (L x W x H)


	940 x648 x 2100 mm
(37-1/2"x 25-1/2"x 83")



	Measurement


	48 cu.ft






 
 
 




Linmac MD-50BV Variable Speed Drill & Mill Machine
   When drilling at the exact speed, the tooling life can last for longer life than the regular pulley driven drills. The variable speed adjustments can be done freely within the range by a speed potentiometer knob. The MD-50BV has standard 2hp with 30mm (1-3/16″) drilling capacity. The wide casting square column and base provides strong support to the entire machine and reduces flexing as full capacity drilling. The high precision work table is made of premium casting iron that enhances the stability when drilling full capacity; the surface has the wide T-slot which helps securing vices, tooling or workpieces.
 The MD-50BV has other available optional accessories: adjustable handle, coolant system, guarding, sheet metal stand and LED working light.
 
 Features:
 	25mm (1″) thru mild steel.
	Multiple functions: drilling, milling, tapping (opt.)
	Boring and reaming.
	MT3 or R8 spindle taper.
	Inverter variable speed belt driven.
	Digital rpm readout.
	High precision T-slot worktable.
	Hand Oil Lubricator.
	Single phase (240V) available.

 OPTIONS:
 	Safety Guard with microswitch.
	Tapping function.
	Extend the working table to 840mm.
	Z-axis travel extends 80mm.
	Coolant system.
	Stand with chip tray.
	Three grains adjustable handle.
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   	Model



	MD-50BV




	Drilling Capacity


	Steel


	25 mm (1")






	Cast Iron


	30 mm (1-3/16")




	Tapping Capacity


	M16 (5/8") (opt.)



	Face Milling Capacity


	65 mm (2-9/16")



	End Milling Cap


	20 mm (3/4")




	Spindle Taper


	MT3 or R8



	Quill Travel


	120 mm (4-3/4")



	Quill Diameter


	75 mm (3")



	Column Type


	Square



	Spindle Nose to Table





	520 mm (20-1/2")



	Spindle Center to Column


	275 mm (10-4/5")



	X-axis Travel


	440 mm (17-5/16")



	550 mm (21-5/8") (enlarge table to 840 mm.)









	Y-axis Travel


	280 mm (11")



	Z-axis Travel


	410 mm (16-1/8")




	490 mm (19-5/16") (opt.)




	Table Size (L x W)


	210 x 730mm (8" x 28-3/4")



	210 x 840mm (8" x 33-1/16") (opt.)



	Table Slot



	16mm (5/8") 




	Base Size


	400x640mm 
(15-3/4" x 25-1/5") 



	Spindle Speed Range (rpm)


	50-3200



	Main Motor 





	1.5hp / 3ph or 1 ph




	Net Weight/ Gross Weight
Machine Stand








	420/ 455kgs (924/ 1001lbs)








54.50 kgs (120 lbs)




	(opt.) Stand Size (L x W x H)





	830 x 620 x 798 mm (32-11/16" x 24-7/16" x 31-7/16")







	Machine Size (L x W x H)





	1100 x 910 x 1325 (43" x 35" x 52")







 
 
 




Frequently Asked Questions
What is the standard drilling capacity of Linmac Pedestal Drill?

   The Linmac pedestal drill has a standard drilling capacity of 25mm, 1’’ or for mild steel, while the drilling capacity for cast iron increases to 32mm or 1.25’’. It also has a tapping capacity of 16mm or 0.625’’ for steel, and 19mm or 0.75 for cast iron.
 
 
 

How powerful is a Linmac Drill?

   Linmac Drills are not only incredibly user-friendly but they’re also very powerful. Linmac is widely considered a premium option in drilling machines due to their extensive features, and supreme strength and power deliverance to the spindle. Even the most base model of Linmac pedestal drill is a worthy contender in top-tier drilling machinery.
 
 
 

Is Linmac Drill Single Phase or Three Phase Machine?

   Linmac Drills come as standard three-phase machines, though they all have optional single phase (240V) models available. If you’re looking for high-quality drill machines in single or three phase, there’s no reason not to go for the Linmac drill machine range.
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